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1997. DESIGN ACCORDING TO AISC, ASD, AND WITH ANSI/
ASCE 7-95.

2- NO LOADS OTHER THAN THOSE GIVEN UNDER "DESIGN
DATA" BELOW SHALL BE IMPOSED ON THE "STUCTURE."
DESIGN DATA (MATERIALS)

STRUCTURAL QUALITY ASTM SPECIFICATION, A36 ER70S
WELDING WIRE.

DESIGN DATA IN ACCORDANCE WTH ANSI/ ASCE 7-95:

MINIMUM ROOF LIVE LOAD |(_’SF) =
Pg: GROUND SNOW LOAD_ ( SF) 500
¥ WIND VELOCITY (MPH) =

SEISMIC ZONE =

FOUNDATION NOTES:

THE FOUNDATION DRAWING IS A SUGGESTION ONLY.
CHANGES MAY BE NECESSARY DUE TO LOCAL BUILDING
REGULATIONS AND SITE CONDITIONS.

1- THE PAD PERIMETER SHOULD BE AT LEAST 24" LARGER
THAN THE BUILDING, BOTH IN LENGTH AND WIDTH.

2- THE FOUNDATION SHOULD BE FORMED ON NATURAL
UNDESTRUBED SOIL CAPABLE OF SUBSTAINING 2,000 PSF.
3- GRANDUAL BASED GRAVEL OR CRUSHED STONE SHOULD
BE COMPACTED TO A DEPTH OF 4". THE SLAB SHOULD
CONSIST OF 8" THICK 2,000 PSI CONCRETE.

4- FINISH SURFACE SHOULD BE LEVEL AND THEN INSTALL
%" X 4" ANCHOR BOLTS INTO THE TIE DOWNS
ATTATCHED TO THE BUILDING CORNERS.

ALL DIMENSIONS SHOWN ON THIS PRINT ARE FOR
YOUR REFERENCE. TOLERANCES ARE +1”
UNLESS OTHERWISE NOTED.
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APPROVAL PRINT

THIS PRINT IS CONFIRMATION OF YOUR ORDER AND ILLUSTRATES
THE APPROXIMATE LOCATION OF FACTORY INSTALLED OPTIONS.
CUSTOMER APPROVAL IS REQUIRED BEFORE
MANUFACTURING CAN BEGIN.

ANY CHANGES MADE AFTER CUSTOMER APPROVAL MAY
INCUR EXTRA CHARGES AND DELAY ESTIMATED DELIVERY.
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LEGAL NOTE
THIS DRAWING IS THE PROPERTY OF U.S. CHEMICAL STORAGE, LLC.
ANY DUPLICATION OF THIS DRAWING IN WHOLE OR IN PART IS
STRICTLY FORBIDDEN. ANYONE DOING SO WILL BE PROSECUTED
UNDER THE FULL EXTENT OF THE LAW.

APPROVED BY: NAEEM AHKTER

CHECKED BY: NAEEM AHKTER

UsS. CHEMICAL STORAGE®

355 INDUSTRIAL PARK DRIVE
BOONE, NC 28607

PHONE: 1.800.233.1480
FAX: 1.828.264.7926
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